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Compliance Status,
§63.1439(e)(5).

(3) The owner or operator shall com-
ply with the ECO monitoring provi-
sions in §63.1427(i).

(4) The owner or operator shall com-
ply with the ECO recordkeeping and re-
porting requirements in §63.1427(j) and
(k).
(f) Compliance with epoxide emission
factor limitation without using extended
cookout or a combustion, recovery, or re-
capture device. (1) The owner or oper-
ator shall notify the Agency of the in-
tent to comply with the epoxide emis-
sion factor limitation in
§63.1425(b)(1)(iii) or (b)(2)(iv) without
the use of ECO or a combustion, recov-
ery, or recapture device. The owner or
operator shall prepare an estimate of
the annual epoxide emissions. This no-
tification and emission estimate shall
be submitted in the Precompliance Re-
port as specified in §63.1439(e)(4), or in
the operating permit application, as al-
lowed in §63.1439(e)(8).

(2) Each year after the compliance
date, the owner or operator shall cal-
culate the epoxides emission factor for
the previous year. This information
shall be submitted in the second Peri-
odic Report submitted each year, as
specified in §63.1439(e)(6).

§63.1432

(a) For each storage vessel located at
an affected source, the owner or oper-
ator shall comply with the HON stor-
age vessel requirements of §§63.119
through 63.123 and the HON leak in-
spection provisions in §63.148, with the
differences noted in paragraphs (b)
through (p) of this section, for the pur-
poses of this subpart.

(b) When the term ‘‘storage vessel’’ is
used in the HON storage vessel require-
ments in §§63.119 through 63.123, the
definition of this term in §63.1423 shall
apply for the purposes of this subpart.

(c) When the term ““Group 1 storage
vessel” is used in the HON storage ves-
sel requirements in §§63.119 through
63.123, the definition of this term in
§63.1423 shall apply for the purposes of
this subpart.

(d) When the term ‘““‘Group 2 storage
vessel’ is used in the HON storage ves-
sel requirements in §§63.119 through
63.123, the definition of this term in

as provided in
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§63.1423 shall apply for the purposes of
this subpart.

(e) When the HON storage vessel re-
quirements in §63.119 refer to ‘‘Decem-
ber 31, 1992, the phrase ‘‘September 4,
1997”’ shall apply instead, for the pur-
poses of this subpart.

(f) When the HON storage vessel re-
quirements in §63.119 refer to ““April 22,
1994, the phrase “‘June 1, 1999,” shall
apply instead, for the purposes of this
subpart.

(g) The owner or operator of an af-
fected source shall comply with this
paragraph instead of §63.120(d)(1)(ii) for
the purposes of this subpart. If the
combustion, recovery, or recapture de-
vice used to comply with §63.119(e) is
also used to comply with any of the re-
quirements found in §§63.1425 through
63.1431 and/or §63.1433, the performance
test required in or accepted by 8§863.1425
through 63.1431 and/or §63.1433 is ac-
ceptable for demonstrating compliance
with the HON storage vessel require-
ments in §63.119(e), for the purposes of
this subpart. The owner or operator
will not be required to prepare a design
evaluation for the combustion, recov-
ery, or recapture device as described in
§63.120(d)(1)(i), if the performance test
meets the criteria specified in para-
graphs (g)(1) and (2) of this section.

(1) The performance test dem-
onstrates that the combustion, recov-
ery, or recapture device achieves great-
er than or equal to the required control
efficiency specified in the HON storage
vessel requirements in §63.119(e)(1) or
(2), as applicable; and

(2) The performance test is submitted
as part of the Notification of Compli-
ance Status required by §63.1439(e)(5).

(h) When the HON storage vessel re-
quirements in 8§63.120(d)(3)(i),
63.120(d)(5), and 63.122(g)(2) use the term
“‘range,” the term “‘level” shall apply
instead for the purposes of this sub-
part.

(i) For purposes of this subpart, the
monitoring plan required by the HON
storage vessel requirements in
§63.120(d)(2) shall specify for which
combustion, recovery, or recapture de-
vice the owner or operator has selected
to follow the procedures for continuous
monitoring specified in §63.1438. For
the combustion, recovery, or recapture
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device(s) for which the owner or oper-
ator has selected not to follow the pro-
cedures for continuous monitoring
specified in §63.1438, the monitoring
plan shall include a description of the
parameter(s) to be monitored to ensure
that the combustion, recovery, or re-
capture device is being properly oper-
ated and maintained, an explanation of
the criteria used for selection of that
parameter(s), and the frequency with
which monitoring will be performed
(e.g., when the liquid level in the stor-
age vessel is being raised), as specified
in §63.120(d)(2)(i).

(J) For purposes of this subpart, the
monitoring plan required by §63.122(b)
shall be included in the Notification of
Compliance Status required by
§63.1439(e)(5).

(k) When the HON Notification of
Compliance Status requirements con-
tained in §63.152(b) are referred to in
§§63.120, 63.122, and 63.123, the Notifica-
tion of Compliance Status require-
ments contained in §63.1439(e)(5) shall
apply for the purposes of this subpart.

(I) When the HON Periodic Report re-
quirements contained in §63.152(c) are
referred to in §§63.120 and 63.122, the
Periodic Report requirements con-
tained in §63.1439(e)(6) shall apply for
the purposes of this subpart.

(m) When other reports as required in
§63.152(d) are referred to in §63.122, the
reporting requirements contained in
§63.1439(e)(7) shall apply for the pur-
poses of this subpart.

(n) When the HON Initial Notifica-
tion requirements contained in
§63.151(b) are referred to in §63.119
through §63.123, the owner or operator
shall comply with the Initial Notifica-
tion requirements contained in
§63.1439(e)(3), for the purposes of this
subpart.

(0) When the determination of
equivalence criteria in §63.102(b) are re-
ferred to in the HON storage vessel re-
quirements in §63.121(a), the General
Provisions’ alternative nonopacity
emission provisions in §63.6(g) shall
apply for the purposes of this subpart.

(p) The compliance date for storage
vessels at affected sources subject to
the provisions of this section is speci-
fied in §63.1422.

(@) In addition to the records re-
quired by §63.123, the owner or operator

§63.1433

of each storage vessel that is com-
plying with §63.119(e) and that has an
applicable monitoring plan in accord-
ance with §63.120(d)(2) that does not
specify continuous monitoring, shall
maintain records of all times when the
storage tank is being filled (i.e., when
the liquid level in the storage vessel is
being raised). These records shall con-
sist of documentation of the time when
each filling period begins and ends.

[64 FR 29439, June 1, 1999, as amended at 65
FR 26501, May 8, 2000]

EFFECTIVE DATE NOTE: At 65 FR 26501, May
8, 2000, §63.1432 was amended by revising
paragraphs (h), (1), and (q), effective July 7,
2000. For the convenience of the user, the su-
perseded text is set forth as follows:

§63.1432 Storage vessel provisions.

* * * * *

(h) When the HON storage vessel require-
ments in §63.120(d)(3)(i) uses the term *‘oper-
ating range,” the term *“level,”” shall apply
instead, for the purposes of this subpart.

* * * * *

(I) When the HON Periodic Report require-
ments contained in §63.152(c) are referred to
in 8§63.120, 63.122, and 63.123, the Periodic Re-
port requirements contained in §63.1439(e)(6)
shall apply for the purposes of this subpart.

* * * * *

(q) In addition to the records required by
§63.123, the owner or operator shall maintain
records of all times when the storage tank is
being filled (i.e., when the liquid level in the
storage vessel is being raised). These records
shall consist of documentation of the time
when each filling period begins and ends.

§63.1433 Wastewater provisions.

(a) Process wastewater. Except as spec-
ified in paragraph (c) of this section,
the owner or operator of each affected
source shall comply with the HON
wastewater requirements in 8§63.132
through 63.147 for each process waste-
water stream originating at an affected
source, with the HON leak inspection
requirements in §63.148, and with the
HON requirements in §63.149 for equip-
ment that is subject to §63.149, with
the differences noted in paragraphs

569



